INSUL-TUBE" H PLUS XT

INSUL-TUBE® H PLUS XT is a flexible insulating material made of closed-cell foam
based on rubber with a double-sided, selfFadhesive closing-system.

= Professional thermal insulation for energy savings of up to 80%
* Improvement of the economic and ecological efficiency of the entire unit
* Sound absorbing insulation for acoustic comfort

= Assembly time reduced up to 50%

Product features
* Thermal conductivity (EN ISO 8497):

10-12mm 13-20mm

0,035 W/mKto 0°C 0,035 W/mK1to 0°C
0,037 W/mK to 40°C 0,038 W/mK to 40°C
0,044 W/mK to 70°C 0,044 W/mK to 70°C

= Fire performance (EN 13501-1):
Bs3d0 (10 - 20 mm)

= Temperature range: up to 110°C (EN 14707
= Processing temperature: > +5°C

= See website for Declaration of Performance:
www.nmc-insulation.com

Application area

* Heating and plumbing

NMC sa

Gert-Noél-Strasse - B - 4731 Eynatten

Phone: +32 87 85 85 00 - Fax: +32 87 85 83 55
E-Mail: info@nmc.eu

www.nmc-insulation.com




- INSUL-TUBE" H PLUS XT

Product range
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Copper CU Steel FE A%r\]/ﬁlge(';)ch
Outer @ Outer @ Outer @ Type length Packaging
mm inch mm (mm) m unit
- 15x10(11) 15 11 2m 150m
16 18x 10 (11) 18 1 2m 130m
20 22 15 21,3 1/2 20 22 x10(11) 22 11 2m 100m
25 28 20 26,9 3/4 25 28 x 10 (11) 28 11 2m 80m
32 35 25 33,7 1 32 35x10(11) 35 11 2m 70m
40 42 32 42,4 11/4 40 42 x 10 (11) 42 11 2m 60m
- - 40 48,3 11/2 - 48 x 10 (11) 48 11 2m 50m
50 54 - 54 - 50 54x10(11) 54 11 2m 44m
- - - 60,3 2 - 60x 10 (11) 60 11 2m 40m
25 28 20 26,9 3/4 25 28 x 15 (17) 28 17 2m 54m
32 35 25 33,7 1 32 35x15(17) 35 17 2m 44m

NMC reserves the right to update the product line or its technical features to the state-of-the-art technology anytime and without previous announcement. All given information is to the best
of our knowledge. If you have any questions concerning technical details please contact the NMC information service. Any partial reproduction or reprint shall require our explicit approval.
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