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M AT E R I A L CLIMAFLEX® ROLL jest jest elastycznym materiałem izolacyjnym 
wykonanym z pianki polietylenowej o zamkniętokomórkowej strukturze.

P R ZE WO D N OŚ Ć  C I E P L N A 
( E N  I S O  8 497 )

0,039 W/mK przy   0 °C 
0,045 W/mK przy 40 °C 
0,051 W/mK przy 90 °C

Z A K R E S  T E M P E R AT U R  
( E N  14707 )

0 °C do +100 °C

O D P O R N OŚ Ć  N A  O G I E Ń 
( E N  13501-1 )

Euro klasa E

O B SZ A RY  Z A S TOS OWA Ń Systemy grzewcze i hydrauliczne

Z A L E T Y 	� Możliwość przycinania do pożądanych rozmiarów
	� Profesjonalna izolacja termiczna zapewniająca oszczędności energii 

na poziomie nawet 80 %
	� Większa efektywność ekonomiczna i ekologiczna całej jednostki
	� Materiał izolacyjny o właściwościach dźwiękochłonnych 
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ASO RT YM ENT

NMC reserves the right to update the product line or its technical features to the state-of-the-ar t technology anytime and without previous announcement. All  
given information is to the best of our knowledge. If you have any questions concerning technical details please contact the NMC information service. Any partial 
reproduction or reprint shall require our explicit approval.

Typ A B Dlugość m2/karton

 mm mm m  m2

1000 x 10 1000 10 30 30

1000 x 15 1000 15 25 25

1000 x 20 1000 20 25 25


