Foons il fit

DECLARATION OF PERFORMANCE

DoP No: W4W5FEF101 Insul Tube® Coil

1. Unique identification code of the product-type:

W4W5FEFOO1

2. Intended use or uses:

Thermal Insulation for Building Equipment and Industrial Installations (ThIBEII)

3. Manufacturer:

nmc Polska Sp. z 0. 0., 41-807 Zabrze, ul. Pyskowicka 15

4. System or systems of assessment and verification of constancy of performance:

1+3

5. Harmonized standard:
EN 14304:2009+A1.2013

Notified bodies:
NB 1454, NB 0751, NB 1488

6. Declared performance(s):

Requirement /

Characteristics Requirement clauses Performances : levels or classes
from the in the European
mandate Standard
Reaction to fire
Euroclass 4.2.4 Reaction to fire Bi-s3.do
characteristics
Acoustic absorption 4.3.7 Structure-borne
. o NPD
index sound transmission
4.3.8 Sound absorption NPD
dp = 6-25 mm D, = 6-160 mm dp = 32-50 mm D; = 15-160 mm
Thermal resistance | 4.2.1 Thermal conductivity 0.033at-30°C 0.031at-30C
0,034atoC 0,035at0C
0,038 at 40°C 0,040 at 40°C
0,041at 70°C 0,043at70°C
Wall thickness [mml: Inner dimension [mml Lenght:
dp<8 + D; <100 + + -15%
4.2.2. Dimensions and P *10 1to+4 15%
tolerances 8<dp=18 +15 Di > 100 +1t0 +6
18<dp <31 +25
dp > 31 +30
Water permeability 4.3.4. Water absorption WS o1
Water vapour .
permeability 4.3.4 Water absorption WS o1
4.3.5 Water vapour dp = 6-25 mm Djp=6-160 mm dp =32-50 mm Dp = 15-160 mm
diffusion resistance 210 000 27000
36.T ities of
Rate of release of 436 Trace quantities o NPD

corrosive substances

water solube ions & pH
value
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Requirement /
Characteristics from

the mandate

Requirement clausesin
the European Standard

Performances : levels or classes

Release of dangerous

4.3.0. Release of

substances to the NPD
. . dangerous substances
indoor environment
Continuous glowing 4.3.10 Continuous NPD
combustion glowing combustion
Durability of reaction
to 4.2.5. Durability The product meets the requirements for this property, the characteristics does not change
fire against characteristcs with time.
ageing/degradation
Durability of thermal
resistance against 4.2.1. Thermal conductivity The product meets the requirements for this property, the characteristics does not change
ageing/degradation with time.
4.2.2. Dimensions and A
Tolerances s above
4.2.3. Dimentional stability ST (+) 110°C

4.2.5. Durability

The product meets the requirements for this property, the characteristics does not change

characteristcs with time.

4.3.2. Maximum service ST (+)110°C
temperature 110

4.3.3. Minimum service i
temperature ST()30C

Durability of reaction bili
to fire against high 4E.5.Dura ility The product meets the requirements for this property, the characteristics does not change
teristi ith ti
temperature characteristics with time.

Durability of thermal
resistance against

4.2.5. Durability

The product meets the requirements for this property, the characteristics does not change

high characteristics with time.
temperature
4.3.2. Maximum service
temperature - ST (+)110°C

dimensional stability

The performances of the product identified above is in conformity with the declared performance. In accordance with Regulation
(EU) No 30572011, this declaration of performance is issued under the sole responsibility of the manufacturer.

Signed for and on behalf of the manufacturer by:

Name and function

Deputy Certification and Lab Coordinator

Izabela Blesinska
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Zabrze, 22.05.2026
“this Decalaration of Performance replaced DoP No. W4W5FEF101 of 07.10.2022
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